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PLASMA CUTTING SYSTEM

PT-25C TORCH SPARES

  WGA Part No. Description

  09627 Hand Torch

1 09601 Torch head

1a 51620.60 O-Ring

2 52582 Electrode Hf -back arc stricking

3 60028 Air diffuser

4 51318.06 Tip 0,65 (10-20A) back arc stricking

  51318.08 Tip 0,8 (20-30A) back arc stricking

  51318.09 Tip 0,9 (40A) back arc stricking

5 60389K Outside nozzel, 2 holes

6 09605-Black Handle complete

7 07301.20 Trigger

8 51866 Circle cutting attachment
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• Welding Guns of Australia Pty Ltd pursue a
policy of continuous research and development
and therefore reserve the right to change the
specification, design or price without prior notice.
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TECHNICAL SPECIFICATION
Part No KUMJR315AC/DC
Power voltage AC415V–15%  3Phase
Input Frequency (Hz)  50/60
Input current MMA/18A TIG/12.6A
Efective current MMA/13A TIG/9A
Power rating 12.2KVA
Rated output current  315A
Range of output current  10-315A
Arc force (A) 0-100
No-load voltage 30V
Pre-�ow (S) 0-2
Clean width  (%) 20-80
Slope-down time (S)  0-10
Post-�ow time (S) 0-10
Base current (%) 20-90
Pulse frequency (Hz)  0.5-300
Pulse duty cycle (%)  10-90
Remote control Yes
Arc-leading HF Start
Ef�ciency  (%) 85
Load duty cycle (%) TIG/300A-20%     MMA/250A-20%

TIG/190A-100%   MMA/160A-100%
Power factor 0.93
Insulation class F
Protection class IP21S
Weight (kg) 37
Size (mm) 560×365×355

Machine Package includes:  4M earth Lead,
SR-26 4M TIG Torch,
Argon regulator,
Gas Hose,
315P AC/DC Machine.

Argon Regulator/
Flowmeter

Earth Lead

SR26-4M TIG Torch
(*240AMPS DC / *200AMPS AC)

* duty cycle of SR26 
If operation above this Amperage

 and duty cycle is required 
water cooled torch must be used.
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